SEE DETAIL A-1 & B-1
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60 - 3 mm DIANETER

HINGED COVER VITH
HASP & LOCK

PROTECTIVE STEEL BOX OR
CONTAINER FOR STORAGE
OF EXCESS TUBING AND
TERMINALS. BOX TD BE
DETACHABLE FOR CASING
EXTENSIONS

COUPLING WELDED
TQ STEEL BOX OR

CONTAINER

SCREWED TLGHT

TO CASING

76 mm CASING
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ELEV. A

JACKETED TUBING OF
SUFFICIENT LENGTH
T0 AVOID EXTEN-
SIONS THROUGH
EMBANKMENT
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DETAIL A—1

38 mm PVC
PIPE

JACKETED TUBING

150 mm — 300 mm EPOXY SEAL

300

TRANSDUCER ASSEMBLY
POROUS STONE BELOW

38 mm x 50 mm REDUCING
COUPLING

50 mm PVC PIPE
WITH 60 - 3 mm
HOLES

600

PVC CAP

DETAIL A-2
TYPE A

PIPE CAP WITH
3 mm HOLE IN TDP

~———NIPFLE

dte———COUPLING

13 mmw PVC PIPE EXTENSIONS

MADE WITH SOLVENT
WELDED COUPLINGS

~——76 mm CASING

DETAIL B-1

ELEVATION A

DETAIL B—2
TYPE B

o
—38_mm PVC PIPE
WITH

2pve cap

38 mm  PVC PIPE

| 150 mm TO 300 mm
EPOXY SEAL

| SOLVENT WELDED
COUPLING

—13_mm PVC PIPE WITH 30—
1.5 mm HOLES DRILLED IN
300 mm EXTENSION BELOW
PIPE COUPLING

H 60— 3 mm HOLES

GENERAL NOTES:

ALL DIMENSIONS ARE

FOR ELEVATION A AND ELEVATION B STATION.
LIMITS, SEE ROADWAY PLANS.

[N mm UNLESS OTHERWISE NDTED.
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